

SHICIRe 


FAMOUS UNIDYNE MICROPHONES 








Model "S4S" 
Unicfyne 111 ^ 


Unrdyne III ^ 



UNiDYNE 111 SERIES 

THE ONLY CARDIOID MICROPHONES FEATURING 
PICKUP PATTERN SYMMETRICAL ABOUT 
AXIS AND UNIFORM AT ALL FREQUENCIES 

The world's finest moderately prfced dynamic cardiojd microphone for public-address system use. The 
Unidyne Ml approaches the theoretical (deal of the cardioid pkkup pattern. This means completely uniform 
pickup about the axis at all frequencies^—in all planes. Remarkably faithful reproduction of the human 
voice makes the Unidyne 111 a superior choke for public-address applications. Low frequency character¬ 
istics of the Unidyne Mi eliminate boominess, and make it a favorite for pickup of drums and bass 
instruments. Striking bfack and satin chrome finish in compact modern design makes the Unidyne Ml a 
stylish addition to any platform. Model 545 i$ suitable for handheld and/or stand use ’with Model A25 
Swivel Adapter included. Model 545S is mounted on lifetime swivel and includes on-off switch. Model 
544 is furnished with cable attached and fs designed for gooseneck mountings. 544-G6 includes 6" 
gooseneck; 544-GT2 includes 12" gooseneck; 5444318 Includes 18" gooseneck. 

TYPE: Dynamic. FREQUENCY RESPONSE: 50-15,000 cps. POLAR PATTERN: Cardioid (Uniform with fre¬ 
quency, symmetrical about axis). MAGNETIC CIRCUIT: uses Alnico V magnet. CASE: Die cast zinc and 
"Armo-Dur". FINISH: Satin chrome and black. CABLE CONNECTOR: Equivalent to Amphenol MC4M 
plug. CABLE; 18 ft., 3 conductor shielded. STAND THREAD: thread. DIMENSIONS: Length — 

SUfi", Diam-—1%", NET WEIGHT: 6/10 lb., Shipping Weight 27/a lbs. FURNISHED ACCESORIES: 
A25 type swivel adapter. OPTIONAL ACCESSORIES: A86A cable type transformer, S33B desk stands. 


IMPEDANCE TABLE 

OUTPUT LEVEL 

L-SO-ISD ohms 

-57 db (Ddb = t milliwatl 
per ID microbars) 

.T41 milllvolfs/microbar 

H-High 

-5S db (Odb = 1 volt 
per microbar),' 

1.74D mi Hi votts/mlcrobar 


MODEL 

LIST PRICE 

545 

$ 85.00 

545S 

$ 09,95 

544 

$ 8D.D0 

544-G6 

$ S3.00 

S44-G12 

$ 03.75 

544-G1S 

$ 05.00 


BROADCAST UNIDYNE III 

model 5J6. Ultra compact, unidirectional, distinctive design, weights only 1 ib.! 
Recommended for critical broadcast and theater-stage sound svsfern operation and 
highest quality public address and recording applications. Truly uniform cardioid 
pick-up pattern, symmetrical about axis. Special live-rubber vibration-isolating shock 
mount. Improved self-adjusting lifetime swivel permits tilting of head 180^. Cannon 
XL-3-1] Connector. 20 ft- 2-conductor shielded broadcast type cable. Head only 
diam,, 5^" long. 50-15,000 cps frequency response. 


IMPEDANCE TABLE 

OUTPUT LEVEL 

MODEL 

LIST PRICE 

L -- 5D Ohms 

-5S db (D db = 1 milliwatt per ID 
microbars); .079 millivolts/microbar 

545 

$135.00 

H — 150 Ohms 

-55 db (0 db = 1 milliwatt per 10 
microbars); milltvolls/microbar 


Model "S5S" 

Unidyne 


UNIDYNE II SERIES 

Fcimed Throughout Iho World for Ruggednoss ond Relmbility 
The Unidynes ore the largest selling microphones throughout the world — used consistently by fomed 
celebrities foi^ those important events where the faithfulness of sound reproduction is critical. A sturdy 
consfrucfion provides immunity of the moving-coil system to abnormal atmospheric conditions and 
severe mechanical shock. Model 55S is highly recommended for fine quality public address, theater^ 
stage sound systems, recording ond remote broadcasting, and low-gain tope recording. It is also the 
field'proved standard for fixed station use In the police, fire, transportation, forestry and cx>mmercial 
services. Smooth frequency response from 50 to 15,000 cps. Furnished with on 1S-foot cable and 
plug assembly. Model 55SW is same as Model 55S except it has On-Off switch. 



Model "556S" 
Broadcast 


Model 55dS is specially constructed and tested to meet the requirements of the broadcast and television 
studio, and is held within close toleronces in frequency response ond directivity. It is a moving-coil 
type microphone with a frequency ronge of 40 to 15,000 cps, production uniformity guaranteed to 
plus or minus 214 db. As a further precaution against mechanical vibration pickup, the 5565 is provided 
with an additional isolation unit, of live rubber construction in combination with the stand connector and 
a built-in high quality cable connector. Furnished with a 20-foof, high quality, shielded, 2-conductor 
cable with Cannon plug oltached. Both the 55S and the 5565 feature the patented "Uniphase"' net¬ 
work system. All units include muHi-impedonce switch for High, Medium or Low Impedance. 


IMPEDANCE TABLE 

OUTPUT level' .. 

L-$5-50 ohms 

-54 db (0 db = 1 milliwatt per 10 
microbars); .053 millivolts/microbar 

M-150-2S0 ebms 

—55 db 40 db = 1 milliwatt per 10 
microbars); .125 millivofts/microbar 

N-Higb 

-57 db 40 db = 1 volt per 
microbar); i.fliO millivolls/mkrobar 


MODEL 

LIST PRICE 

556S 

$135,00 

55S 

$ 83.00 

55SW 

$ 05.00 
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All Shurc Dynamic, Controlled Magnclic, and Ceromic Microphones are eligible for FCOA purchoses. 
Arailobh in Gold frnrsh for $10 pdiiitionat tLisf Fricef 
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SHURE 


I 


NEW yt” DIAM. PROBE MICROPHONES 


Va” diameter...40% SMALLER DIAM_60% SMALLER AREA 

... thon popular omnidireefional dynamic microphones 


MODEL 570 LAVALIER MICROPHONE DIAMETER) 

Miniature size f^rofessional Quality dynamic microphone designed for lavalier use in television, 
for lectures, etc. Features special ^shaped'" response for superior lavalier performance. Reduces 
pickup of clothing and cable noise. Can be used on stand with Model A57S Swivel Adapter. 
Designed for Inconspicuous use with '"Flex-Grip"" lavalier assembly — the most versatile avail¬ 
able. "Flex-Gnp'" design holds microphone firmly, yet permits easy and quick removaL Lavalier 
clip opens right or left or can be removed. Lightweight, flexible 30 ft. microphone cable 
attached. Non-refleeting gray metal case with stainless steel grille. 

SPEClFlCAirONS — element TYPE: Dynamic. FREQUENCY RESPONSE; 50d 2,000 cps, shaped 
for optimum lavalier performance, with rising response to 6,000 cps. DIAPHRAGM: Shure 
Duracoustic. POLAR PATTERN: Omnidirectional. MAGNETIC CIRCUIT: Uses Alnico V Magnet. 
CASE FINISH: Non-reflecting gray. CABLE: 30" two-conductor shielded. DIMENSIONS: 
diameter, 2 V 2 '* overall length. NET WEIGHT: 2 ounces (less cable). FURNISHED ACCESSORIES: 
Mode! A57L "Flex-Grip" lavalier cord, and belt clip for cable. OPTIONAL ACCESSORIES: Model 
A57S Swivel Adapter, Model Aa6A Transformer. 


MODEL 

LIST PRICE 

570 

5705 

$95.00 

$105.00 


IMPEDANCE TABLE 

OUTPUT LEVEL 

150 Ohms — 
to match all 
low impedance inputs; 

SO to 750 Ohms. 

- 50 db (0 db = 1 Milliwatt 
per 10 microbars); 

.095 milMvolts/iritcrobar 


MODEL 578 OMNIDYNE ULTRA SLIM PROBE 

No Change rn Pickup Pattern or Sensitivity from 50-17,000 cps. 

An oirtstonding new public address microphone combining striking modern ultra'&lim ( 
diameter) design with exceptional performonce, proved in severe field testing. Inconspicuous 
because of slender shape. Smooth, natural response from 50 to 17,000 cps. Built-in wire mesh 
"pop" filter reduces breath noises. Extremely rugged construction makes the Omnidyne on 
excellent choice for quality P.A. use indoors and outdoors. Satin chrome steel case provides 
mognetic shielding os well as good looks. Model 570S is mounted on swivel-switch assembly 
with ottached Cannon XlS-ll coble connector. Model 570 hos exceptionol feel" ond "bol- 
once" making it ideal for hand-held use. Dual impedance. Complete with "On-Off" switch 
and special slip-in swivel stand adopter. Locking switch plate is included to lock switch in 
"On" position. Avoifoble in Matched Pairs for Stereo Recording (Motched to plus or minus 
I db in level and 1 db in frequency response). 

SPECIFICATIONS — TYPE: Dynamic. FREQUENCY RESPONSE; 50 17,000 cps. DIAPHRAGM: 
Shure Duracoustic. POLAR PATTERN: Omnidirectional. MAGNETIC CIRCUIT: Uses Alnico V 
Magnet. CASE FINISH: Sarin chrome. SWIVEL ADAPTER: Furnished with swivel adapter having 
%"-27 thread. CABLE: 18" — three-conductor shielded. SWITCH: Supplied with "On-Off" 
switch and optional cover plate. DIMENSIONS: diameter. 7^8“ overall length. NET 

WEIGHT: 7 ounces (less cable). OPTIONAL ACCESSORIES: Model S33B Desk Stand, Model A86A 
Transformer, Model S39A Vibration-Isolation Stand, Model A45 Quick-DisconneCt Isolation Unit. 


MODEL 

LIST PRICE 

57Bt 

S78St 

$82,50 

90.00 


IMPEDANCE TABLE 

OUTPUT LEVEL 

200 Ohms 

-60 db (0 db - 1 Milliwatt 
per 10 microbars); 

.100 miUtvelfs/mierobar 

High 

-59 db (0 db = 1 Mflliwatt 
per microbar); 

1,11 millivolts/rnfcrobair 


MODEL 576 STUDIO OMNIDIRECTIONAL DYNAMIC 

Super-smooth Response Avoids Feedbock Common with other OmnJdirectionals 


A new, svpefb, dynomiL probe mlcrepFic^ae deiignod for tetevoion and radio broadcasting ond tupMr- 
crlticnl public addre« oppll cot lens. Proved suporior tor rug Redness and performonce under typicat 
broadcasting conditions in advartce field tests. Strikingly modern in ultro-stim dmmelor I hot 

provides maximum view of pertormar for on-comera us*. Features smooth, natural, wTde-rong* response 
for authentic pickup of voice or music. Dual impedonce, 50 and 150 ohms. The 576 Is an ideal hand-held 
mrcrophone becouio of its unique "feel" ond ''balonce" in the hand. Ru^^ed steel caje provides effective 
magnetic shielding OS wed OS good looks. Finished in non - re Bec ti rrg gray with stoinless steel grille. Avail¬ 
able in matched poirs for stereo, broadcasting and recording. (Motched to plus or minus 1 db in level and 
1 Vj db in frequency response.) 

SPECIFICATIONS — ELEMENT TYPE: Dynamic. FREQUENCY RESPONSE: 40-20,000 cps. POLAR 
PATTERN: Omrldirectionat. DIAPHRAGM: Shure Duracoustic. CASE FINISH: Non-reflecting gray. 
SWIVEL ADAPTER: Furnished with Model A57S Swivel Adapter having -77 thread. CABLE: 2^ 
three-conductor shielded broadcast cable, DIMENSIONS: diameter, 5^" overall length. NET 

WEIGHT; 7 ounces (less cable). OPTIONAL ACCESSORIES: Model SS3B Desk Stand, Model A86A 
Transformer, Model S39A Vibration-Isolation Stand, Model A45 Quick Disconnect Isolation Unit. 


MODEL 

list price 

576 

$175,00 


IMPEDANCE TABLE 

OUTPUT LEVEL 

50 Ohms 

-60 db (0 db = 1 Mtiliwatf 
per 10 microbars); 

.050 millrvolts/microbar 

ISO Ohms 

-iO db {0 db = 1 Milliwatt 
per TO microbars); 

.095 millivolts/microbar 



5705 570 LAVALIER 


FINEST PERFORMING 
DYNAMIC LAVALIER 
MICROPHONE — 
REGARDLESS OF PRICE! 



570 Hand 
Held 



576 Stand 
Mounted 


576 Hand 
Herd 


I Avathbie in Cold finfif) far ^10 addifjonof flijt Price) 
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SHURC 


RIBBON MICROPHONES 



Mc»dfll "333" 
Studio Uni-Ron « 



Modtl "330" 
"Profetsional Unl-Ron^' « 


The characteristically wide-range response of the ribbon element has made it the most widely 
used type of microphone for broadcasting and professional recording. Shure engineers have designed 
remarkable ruggedness* into Shure ribbon microphones, making them an excellent choice for any 
indoor application where highest quality response is required. 

*Shure ribbon microphones actually have been used "to pound nails" and subjected to severe drop tests 
—■ without affecting the performance characteristics. 


STUDIO UNI-DIRECTIONAL RIBBON MICROPHONE 


This small, ultra-cardioid "333" is highly recommended for motion-picture studios, TV studios, radio 
stations, professional recording, and all other uses where quality requirements are of the highest. The 
"333" is ultra-cardroid, uni-directional — greatly reduces the pickup of random noise energy to solve 
feedback problems. Following are the features that make the "333" Studio so outstanding in perform¬ 
ance, so dependable In operation; (1) patented, world-famous "Uniphase" system; (2) a true ultra<ardioid 
pickup pattern; (3) ribbon transducer provides extended smooth response, production uniformity 
guaranteed to plus or minus 2 V 2 db, 30-15,000 cps; (4) multi-impedance switch; (5) voice-music 
switch; (6) antl-"PfT" filter screen; (7) Shure self-adjusting "lifetime" swivel; (8) high output; (9) sturdy, 
one-piece metal case; {10) vlbration-isofation unit mounted in live rubber; (11) Cannon XL connector. 
Head dimensions: Width, 1 Ve"; height, 3%"'; depth, 1 


impedance table 

OUTPUT LEVEL 

L— 50 Ohms 

-60 db (0 db ~ ) Milliwatt per 10 
mtcrobars); .049 millivolfs/microbar 

M — 150 Ohms 

-59 db to db = T MINiwall per 10 
microbars); .009 milJivolls/microbar 

H — 2S0 Ohms 

-^59 db to db = 1 Milliwatt per 10 
microbar); .111 millivolts/microbar 


MODEL 

LIST PRICE 

"333" 

5250.00 


P.A. UNI-DIRECTIONAL RIBBON MICROPHONE 


Designed to meet the exacting requirements of professional tape recording and highest quality indoor 
public-address systems where highest quality is essential, yet cost is a factor. Supercardiold pickup 
pattern. 30 to 15,000 cps. The Professional "Uni-Ron" Is equipped with multi-impedance (50, 150 and 250 
ohms) switch, life-time swivel, vibration-isolation shock mount. Cannon XL-3-11 cable connector, 20 ft. 
2-conductor shielded broadcast-type cable. Satin-chrome finish with natural anodized aluminum grille. 


MODEL 

LIST PRICE 

"330" 

1120.00 


IMPEDANCE TABLE 

OUTPUT LEVEL 

L — 50 Ohms 

-59 db (0 db = 1 Milliwatt per 10 

micrPbars); .049 millivolfs/microbar 

M —150 Ohms 

-57 db (0 db = 1 Milliwatt per 10 
microbars); .069 millivolts/ microbar 

H — 250 Ohms 

-58 db to db = 1 Milliwatt per lO 
microbars); .111 miMivolls/microbar 



STUDIO BI-DIRECTIONAL GRADIENT MICROPHONE 


Rugged, high fidelity, multi-impedance microphone is widely used for tetevision. radio broadcasting, professional 
recording and high-fidelity uses. The "300" reduces reverberation and the pickup of random noise by 66%. 
Combines the best features of conventional velocity microphones with advanced acoustic design - including an 
anti-"PFF" filter screen. Its bi-directional polar pattern is effective over a broad frequency range. Provides 
sound pickup at the front and rear of the microphone, but greatly reduces pickup at the sides. Can be placed 
at a much greater distance from the performer than is possible with omni directional microphones! Non-reftecting 
Baked flronie"" finish. Readily accessible Voice-Music switch, vibration-isolation unit mounted in live rubber, 
and a multi-impedance switch, providing low, medium and high impedance. Extended response, production 
uniformity guaranteed to plus or minus 2 V 2 db, 40-15,000 cps. Furnished with a 20-foot two-conductor, rubber- 
covered, shielded cable with Cannon XL-3-11 connector attached. 


MODEL 

LIST PRICE 


$150.00 


IMPEDANCE TABLE 

OUTPUT LEVEL 

L 30- 50 Ohms 

-60 db (0 db = 1 Milliwatt per 10 

micrpbars); .044 millivotts/microbar 

M — 150-250 Ohms 

-59 db (0 db = 1 Milliwatt per 10 

micrebars); .TtlO niillivolts/micrdbar 

H ™ High 

—57 db to db = T volt per mtcrobar); 

1.410 millivoits/micrabar 



P.A. BI-DIRECTIONAL GRADIENT MICROPHONE 


Features frequency response of SO to 12,000 cps —will reproduce voice and music in a clear, natural tonal 
quality in auditoriums, night clubs, schools and churches. Provides unusual freedom of motion the platform. 
Bi-directional "Fig. 0" pickup pattern extends over a broad frequency range — permits the sound system to be 
operated at a level almost 6 db higher than is possible with non-directionaJ (omni-dtrectional) microphones! 
Greatly reduces reverberation and the pickup of random noises to control feedback. It is "PFF"-proof — filters 
out the "PFF"-type noises often heard over conventional microphones. Dimensions: 6'^ x wide x deep. 
Furnished with IB-foot, high quality, two conductor, shielded cable with the equivalent of the Amphenol 91-MC3M 
plug. Modet "315S" is same as model "315" but has On-Off switch. 


MODEL 

LIST PRICE 

"315" 

$89.50 

"31SS" 

$91.50 


IMPEDANCE TABLE 

OUTPUT LEVEL 

L — 35- so Ohms 

-59.5 db to db = 1 Milliwatt per 10 
microbars); .044 millivolts/microbar 

M — 150-250 Ohms 

—60 db (0 db = 1 Milliwatt per 10 
microbars); .TOO millivorts/microbar 

H — High 

—57 db (0 db = 1 volt per microbar); 
1.410 millivolts/microbar 
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SHUFtE 


P.A. SYSTEM MICROPHONES 



MODEL 550S— 
*‘PROBE-DYNAMIC” 

A new rugged, high qualTty 
Dyncmic Microphone de¬ 
signed for use in top-quol' 
ity sound reinforce me nj op- 
piicoflons, Feo^ures smooth^ 
wide-range response from 
50-15,000 cps. Eitcellent 
for pickup of voice ond 
music. Performonce end op- 
peoronce choroc^erisfics 
moke the '‘Probe-Dynomic'' 
O wise choice for use in 
meeting rooms, auditoriums, 
for tope re cording or 
wherever a quality omni¬ 
directional microphone Is 
required, ond moderate cost is an important 
corrsideration. Duoi irnpedonce. Comes com¬ 
plete with on-off switch, swivel end 10 ft. 
2-conductDr coble. Model 550S in satin 
chrome finish. Model 5505fGold) in gold 
finish. Avqilebie in matched pairs for 
stereo recording, {Matched to db 1 db in 
level and 1 Vj db in frequency response.) 



SONODYNE II 


MODEL 540S. A compact, 

modernistic microphone 
with high output dynamic 
efoment at moderate cost. 
The '"Sonodyne II"" fea¬ 
tures adiustable frequency 
response which allows the 
user to tailor the micro¬ 
phone to the application — 
Ore of the most versatile 
microphores on the mar¬ 
ket! High output Dynamic 
clement Omni-Dlrectiona I 
pick-op pattern. Frequency 
re.cponse: fiO to 10,000 cps 
with provisions for alter¬ 
nate response for voice intelligibility in pag¬ 
ing and communications systems. Reliable 
on-off switch. Model 540 also available wth- 
ouf switch. Improved positive action iifetiine 
swivel permits tilting head 150°. 15 ft. 2-Con¬ 
ductor shielded cable, equivalent to Amphenol 
MCilM connector. 


List Ptm: 


Typ«: 

Frequency 

ResjiOftSft; 

Output: 


Impedince: 

Diiphra^m: 

Case: 


Dimensiuns: 
{not including 
nrinal) 

Net Weight: 
(less cablet 


Modal 550S $S3.00 

Model 5508 (Gold) 

8?9.00 

Oynaniic 

5(t to 15,ODD cps 
57.S dh 
se.5 db 

(0 db = 1 wlt/micro- 
bar); 1.18 milliimlis/ 
microbar 

Dual: Choice of 50 to 
250 ohmi and High 
Shura Duracoustic 
Model S5(tS 
Satin finished chrorne 
case, stainless steal 
mesb grille 
Model 5508 (Gold) 

Gald finished case end 
gride 


V^" diameter, SYi” long 
15 oi- 


IMPEDANCE TABLE 

OUTPUT LEVEL 

1-50-250 Ohm 

-56.5 db (0 db = 

1 Milliwatt per 
microbar); .141 
inillivoltE./iiiicrobar 

H—High 

-55 db (D db = 

1 vnit per mierbbarh 
1.76 millivolts/ 
tnicrobar 


LIST 

RRICE 


Moder 54 OS 
(with switch) 

$49.35 

Model 540 
(without switch) 

$47.95 



SONODYNE 


MODEL 51. The ""Sonfi- 
dyne" is ideal for all gen¬ 
era i purposes, including 
public address, wire and 
tape recording, and similar appli¬ 
cations. Ideal high-quality, mod’ 
erately- priced replacement for 
the conventional microphone sup¬ 
plied with tape recorders. The wide range 
frequency response is 60 to 10,000 cps. 
This rugged microphone is one of the 
pressure type, with conventional semi- 
directional characteristics, and it may be 
used for close-talking without undue low 
frequency emphasis. Multi-impedance — 
for low, mediunn and high impedance. 
Has b'jilt’in receptacle and a 15-foot, two- 
conductor shielded cable with microphone 
plug attached. Satin chrome finish. Model 
SIS is same as Model 51 except if has 
on-off switch. 


IMPEDANCE TABLE 

OUTPUT LEVEL 

L™35-50 Ohms 

-52.0 db (0 db = 

1 Milliwatt per 10 
microhars); .069 
ml I live Its/microbar 

150-250 Ohms 

-52.5 db (0 db = 

1 Milliwatt per la 
microbars); .23$ 
millivolts/microbar 

H—High 

-43.5 db (0 db = 

1 vort per microhar); 
2.510 millivolts/ 
micro bar 


51 

$43.50 

5fS 

$51.50 


MODEL 560 DYNAMIC LAVALIER 

Model 560 Dual Impedance, Dynamic Microphone with "'tailorecf" response specif)celly designed 
for lavalier use. A truly cKccllent general purpose lavaller microphone at a very practical price. 
Compact and lightweight. Modern black satin all-metal case with stainless steel grille meets virtu¬ 
ally every lavalier appIkatJon, with quick change from High to Low impedance by simply moving 
pin facks. New design ctip-grip lavalier assembly holds microphone securely to wearer. Light¬ 
weight IS foot attached cable permits maximum freedom of movement. 

SPECIFICATIONS — FREQUENCY RESPONSE: Specialty adapted to give optimum performance for 
lavalier use. DIAPHRAGM: Shure Duracoustic. CABLE: Non-detachable 18 ft., two-conductor shielded. 
CASE: Non-reflecting, black satin finished all-metal case with stainless steel grille. DIMENSIONS: 
3“^2" long by IVb" diameter. NET WEIGHT: 5 ounces; packaged weight; 13 ounces. 


MODEL 

LIST PRICE 

S60 

$42,50 


IMPEDANCE TABLE 

^ OUTPUT level 

1S0-2S0 Ohms 

--$$4 db (0 db = 1 Milliwatt 
per 10 mjcrobars); 

.149 millivolt/microbar 

High 

-^5S.5 db (0 db ^ T volt per 
microbar}; 1,3S mtilivoIt/microbar 



560 Lavalier 


MONOPLEX 


The only SoiMr.Cofdioid Crysrat Microphone 

made - far lUperTor to convenlianal CryslaE 

MicrophoriAii Excellent for high-quolify public 
address, communications, recording, ond simi¬ 
lar applications. Excelien:1 solution for feed- 
bock problems! Moistureproof “Metal Seol" 
crystol for long oporatln^ life. Cos# pivots ot 
rear, con be pointed ioward dosirod sound or up¬ 
wards for horizontal piane pickup. Has 15 Ft. 
shielded' coble. Rich satin chrome Rnish, High 
impedance. 


MODEL 


OUTPUT 


LIST PRICE 


737R 


—53 db (0 db = 

I volt par microbirf; 
2.510 millivolts/ 
microbar 


f4O0 



MODEL 561 DYNAMIC GOOSENECK 

Compact, high quality, tam per-praof dynamic 
microphone with attached cable and standard 
y§""-27 thread For direct mounting Ort flexible 
gooseneck or fixed pipe. Extremely rugged, dy¬ 
namic cartridge (Model R50) easily replaced 
in held. Excellent voice response for language lab 
systems, paging applications, base, station communi¬ 
cations ond talkback and cuing from professional 
control-room Installations. Low impedance. Matches 50 to 250 Ohms, 
SPECIFICATIONS—FREQUENCY RESPONSE: 40 to 10,000 cps. Rising 
choracleriitrc lo 4500 cps. DIAPHRAGM: Shure Duracoustic, CABLE: 
Non.detachable 4 ft., two-conductor shielded. STAND THREAD: 
%"- 77 . CASE: Black ond chrome satin finished all-metal case with 
stainless steel grille. DIMENSIONS: 1 *}^" long by diomeier. 

NET WEIGHTr 5 ounces; packaged weight: 9 ounces. 


output LEVEL 


-56.0 db to db = T Milliwatt 
per 10 microbart) i 
1,41 mi II iva 11$ / miCrofa nr 



LIST PRICt 


$32.50 
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SMUfRE 


PUBLIC ADDRESS MICROPHONES 



THE COMMANDO SERIES 


The Commando Series represents a significant dchievement In providing quality performance at 
nominal cost—Incorporating Shure’s rugged, patented Controlled Magnetic cartridge in a draitiatic- 
looklng versatile series of microphones. Suitable for indoor Or outdoor use, these microphones feature 
high output, smooth response, extreme ruggedness and ability to withstand severe rnolstirre and tem¬ 
perature conditions. Model 420 is specially designed for lavalter use and it, as well as the Model 430, 
features adiustment for high or low impedance by simple pin-jack changing method. Model 430 
includes an "On-Off" switch as well as detachable cable. Doth Models 41S and 430 are furnished with 
Shure Model A2S Swivel Stand Adapter for Stand-mounted use. Model 42B is specially designed for 
gooseneck mounting but can also be utilized as stand-mounted units with A2SB Swivel Adapter Models 
with gooseneck attached are numbered 42S-G plus number to Indicate length of gooseneck in Inches. 

Specifications for "commando ' models 4 t^, 420, 415 tmd 430 

LIST PRICE; Model 4IS - 527.50; Model 420 - S30.M; Model 425 - $30.00; Model 430 - $38.50; 

Model 42S^GA ^ $31.00; Model 425-GI2 - $33 75; Model 425-GI8 - $35.00 
TYPE: Controlled Magnetic 

FREQUENCY RESPONSE: 60 to 10,000 cps 

TMPEDANCE: Model 415—High. Model 42(M2^430 — Equipped with readily changeable pm-|acks (no 
soldering required) furnishing a choice of two impedances: H—High and L-^?50 to 250 

OUTPUT LEVEL; High —52 cfb (0 db = 1 volt per microbar); 2.510 miSlivoIts/microbar, Low—52 db 
(0 db = 1 milliwatt per 10 microbars); ,225 mlllivolts/microbar 

POLAR PATTERN: Omnidirectional 

CASE: Model 415— Impact-resistant polystyrene and die-case zmc. Model 420 “ Impact-resistant poly¬ 
styrene, Model 425 — Impact-resistant polystyrene and brass. Model 430 — Impact-resistant polystyrene 
and dIe-cast line, 

FINISH: Model 415 — Non-reflecting gray and satin chrome. Model 420 — Non-reflecting gray. Model 
425-430 — Non reflecting gray and satin chrome, 

CABLE: Model 415 — 7 ft. non-detachable single-conductor shielded. Model 420 — 20 ft, nun-detachable 
two-conductor shielded. Model 425 — 7 ft. non-detachable twc^conductor shielded. Model 430—15 ft. 
two-conductor shielded with Amphenol MC2M connector tor attaching to microphone. 

SWITCH: Models 41S-42D-425 — None. Model 430 — Press-to-talk switchnormally closed. 

DIMENSIONS: Model 415—Length Diameter of head 1^". Diameter of handle Model 420 

^Length Diameter Model 425=- Length Diameter 1^". Model 430 —Length 

Diameter of head Diameter of handle ^Xi"- 

NET WEIGHT: Model 415 — 14 lb. Models 420-425=- V* lb. Model 430—lb. (Less cable) 

PACKAGED WEIGHT: Model 415 — 1% lbs. Models 420-425 — ^ lb. Model 430 — 2Vi lbs. 

FURNISHED ACCESSORIES: Model 415—Model A2SB Swivel Adapter. Models 420 —Lavalier Cord 
and clip assembly. Readily detachable for use of microphone as a hand-held type. Model 430 -- Switch 
locking plate for keeping switch in ""On" position. Model A25B Swivel Adapter. 

OPTIONAL ACCESSORIES: Model 415 —Model 5388 or S330 Desk Stand. A34L Lavalier Assembly. 
Models 420-425 — Model A86A Cable Type Transformer, Model 430 —Model Afl4A Cable Type Trans¬ 
former and Model S38B or S33B Desk Stand. A34L Lavalier Assembly. 


U, S. Patent 2.454,425 



A natural for ""Hams" and low-cost 
public address system. A rugged unit 
designed for high speech intelligibility. 
Broad ""tip-proof"" table top base, with 
floor stand adapter. Die cast case. 
Frequency response 60 to 9,000 cps. 
5 ft. shielded cable. Burgundy-red 
metallic finish. Only wide, SVi" 
high, IVb" thick. High impedance. 


MODEL 

OUTPUT 

LIST PRICE 

710A 

-SO db (0 db 
- 1 volt per 
microbar); 0.150 
millivolts/ 
mterobar 

112.00 

S’?” 

-50 db (0 db 
— 1 voJt per 
mIcrobar); 5.150 
miltivotts/ 
micrebar 

$14.00 


Ideal for low-cost PA. systems, 
amateur phone transmitlers and 
similar applications. Good quality 
at iow cost. Has typical seml- 
directional pickup. 7 ft, shielded 
cable High Impedance. Pearl 
Gray case, satin chrome finish on 
front grille. Diam. (Use with 

Shure Model S34B or S36A Desk 
Stands.) 


MODEL 

OUTPUT 

LIST PRICE 

707A 

-50 db (0 db 
= 1 volt per 
mlerob^r); 

5.150 

mriJivolts/ 

miorobar 

$10.50 


THE '"HERCULES" 

The ""Hercules"" Is a hand-held 
unit. Ideal for general purpose 
use in tropical countries and 
In all coastal areas where 
heat and homidify are a prob- 
Iwn, The ""510" provides the 
rugged ness, clear reproduction 
and high output for public 
address, communications and 
recording where high speech 
intelligibility Is vital. It 1$ 
recommended for Announcing; Mobile Public Address 
Systems; Communications? Home Recording, and High 

Quality Intercommunication. The "'Hercules" can be used 
either Indoors or Outdoors, fits snugly in the hand, sits 
firmly on a desk. High impedance. Frequency resptHise 
100 to 7000 cps. Furnished with 7 ft, shielded cable. Green 
metallic finish. Die cast case. Furnished with stand 

adapter. Dimensions: 2%"" wide, high, 114" thick. 

Model 510 Series designed to be used with 534B or S36A 
Desk Stands, 



Model 51 OC 


MODEL 

OUTPUT LEVEL 

IMPEDANCE 

LIST PRICE 

51 DC 

-52.5 db (0 db = 

1 volt per 
microbar); 2,38 
millivolts/miqrobar 

HIGH 

$17.00 

5105 ! 

(with switch) 

-S2,5 db (0 db = 

1 volt per 
microbar); 2.35 
fnlirivolU/micrabar 

hioh 

$19.00 


U. S, Patent 0156,774 


U. S. Patents 2.454,425—0156,774 
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SMLJFIE 


LOW COST MICROPHONES 


UNIPLEX UNIDIRECTIONAL CERAMIC MICROPHONE 

Ever a budget sound system can have a true unTdirectional microphone with the Uniplex, incorporating 
the same "'Uniphase" system found rn higher priced Shore Unidirectional microphones. Its wide useful 
pickup angle at the front and effective elimination of pickup at the rear provides the ideal solution to 
feedback problems in low cost public actdress systems. Good voice reproduction for home recording and 
paging applications. Reliable,, rugged ceramic cartridge performs at temperatures from —40° to 
Available in four mode is. ail with metal, die-cast case. Lightweight and versatile, if can be used as a 
hand‘held or stand-mounted unit in Models 245S (with switch) and 245 (without switch). Model 245G is 
supplied with cable allached for gooseneck mounting. 

SPECIFICATIONS — TYPE: Ceramic. FREQUENCY RESPONSE: 50 to 7,000 cps. OUTPUT LEVEL: 
—59 db (0 db = 1 voJt per microbar); l.TOO miilivolts/microbar. IMPEDANCE: High, Recommended foad 
impedance: 1 to 5 megohms. POLAR PATTERN: Cardioid (unidirectional). CASE: Die-cast zinc. CABLE 
AND CONNECTORS: Models 245 and 245S provided with 15' (4.6 m) single-conductor shielded cable with 
a plug (equivalent of Amphenol MCIF) for attaching cable to microphone. Models 245G and 245GS: T 
(2.1 m) single-conductor shielded cables attached to microphone. SWITCHES: Models 245S and S45GS 
have built-in "On-Off" switch, STAND THREAD: Models 245 and 245S provided with Model A25B swivef 
adapter with 27 thread for use with SS0B Desk Stand, or any convenient de.sk or floor stand. Models 
245G and 245G5 are especially designed for use with flexible goosenecks having a W^-27 thread or for 
customized installation where a concealed cable is desired. DIMENSIONS (Microphone only): 4^;" (179 9 
mm) high, ( 20.6 mm) diameter, NET WEIGHT: (microphone only): % Ib.i packaged weight lb. 
OPTIONAL ACCESSOR iES: Model S38B Microphone Stand. 


MODEL 

TYPE 

LI5T PRICE 

245 

With A25B swivel-stand adapter, removable cable 


245S 

Same as 24S with on-off switch 

$37.00 

245G 

Gooseneck version with fixed cable, no adapter 

$30.00 

245GS 

Same as 245G with on-off switch 

$32.00 


Imagine — SHURE 
Unititrectienal Microphones 
at these Moderate Prleesl 



245 wilh 
S3iB stand 


LOW COST, WIDE-RANGE "VERSADYNE" AND 
"VERSAPLEX" MICROPHONES 

Smooth response makes these units a "best-buy" for general public address, home recording and call- 
system use where both performance and economy are important. High-performance dynamic cartridge is 
unaffected by temperature and humidity variations. Choice of high or low impedance dynamic or high 
impedance ceramic models each complete with switch plus stand adapter and lavaJTer cord. Small size 
and light weight, this unit is equally adaptable to hand-held, stand-mounted or lavalier use. Model 575S 
and 275S feature high impedance and high output, tor applications where only a moderate length of cable 
is required. The low impedance. Model 575SB is designed for use m installations where long cable lengths 
are required, or for use with transistor amplifiers requiring a medium or low impedance microphone. 

SPECIFICATIONS 


Surpriiin^ Quality 
for theto Low Prices. 


LIST PRICE 

MODEL 57SS 
"VERSADYNE" 

MODEL 575SB 
"VERSADYNE"" 

MODEL 2755 
""VERSAPLEX" 

$24.00 

$21.00 

$15.00 

TYPE 

DYNAMIC 

CERAMIC 

FREQUENCY RESPONSE 

40 to 15,000 cps 

40 to 12,000 cps 

OUTPUT level 

-52 db (0 db = 1 volt 
per miembar); 1.110 
miilivolts/microbar 

-62 db (0 db = 1 Milliwatt 
per 10 microbars); 

.071 miilivolts/microbar ' 

-59.S db (0 db = 1 volt 
per microbar); 

LOSO miilivolts/microbar 

POLAR PATTERN 

OMNIDIRECTIONAL 

IMPEDANCE 

High; 

100,000 Ohms or Higher 

150-250 Ohms 

High: 1 to S Megohms 
Recommended 

FINISH 

Black high-impact plastic body with satin anodized cap and stainless steel grille 

DIMENSIONS 

4 ^ 4 " long X IV 4 " diam. 



Patent Pending 



Model 215 
and 715 


'STARIITE' 


Beautifully designed economy microphone. Excellent for 
voice reproduction. Extremely low price and good quality 
make them a "natural"" for home recording, intercom 
systems and inexpensive P.A. systems. Can be held in 
the hand, or used on a desk with built-in stand. Semi- 
directional, high impedance; Impact resistant polystyrene 



MODEL 777 "SLIM-X" 


Model 215, a ceramic unit, has a response from SO-BMO 
cps; Model 715, a crystal unit, has a response range 
from 50-10,000 cps. Both supplied with 5 ft. fabric cov¬ 
ered single conductor shielded cable. 


The "777" Slim-X Microphones are rugged 
Efttie microphones weighing only 6 ounces. 
They use a "Metal Seal" crystal for long 
operating life under adverse conditions of 
heat and humidity. Designed for good-quality 
voice reproduction, their versatility and 
"hand-ability"" make them ideal for use by 
lecturers, announcers, instructors, and Hams; 
for audience participation shows; carnivals; 
and for use with home recorders. When 
mounted on either cradle or swivel the ""777"" 
can be removed in a flash. This makes it an 
ideal ""walk-around"" hand-held microphone. 
All models are furnished with a lavalier cord. 
SPECIFICATIONS —TYPE: Crystal moisture-proof "Metal Seal". FRE¬ 
QUENCY RESPONSE: Smooth from 60 to 10,000 cps. OUTPUT LEVEL: -62 
db (0 db = 1 volt per mlcrobar); .720 miilivolts/microbar, POLAR PATTERN: 
Omnidirectional. CASE: Die-cast zinc with satin chrome finish. CABLE CON¬ 
NECTOR; Equipped with Amphenol MCTF Plug. CABLE; Detachable 7 ft, 
single conductor shielded. STAND THREAD: Standard W'-27 thread. DIMEN¬ 
SIONS (Microphone only): high, 1" diameter. NET WEIGHT (Microphone 

only): ^ lb.; packaged weight ^ lb. OPTIONAL ACCESSORIES: Model S3GB 
Desk Stand, A2SB Type Swivel Adapter. 


MODEL 

OUTPUT 

LIST 

PRICE 

215 

Ceramic 

“56.5 db (0 db = 1 volt per microbar); 
1.430 millivalts/ microbar 

|d.00 

715 

Crystal 

-50 db (0 dti = 1 volt per mjerobar); 
3.150 miilivolts/microbar 

$5.00 


MODEL 

TYPE 

LIST PRICE 

777 

Includes A22L Lavalier cord and molded stand adapter 

$25.00 

777S 

Same as 777 with on-off switch 

$27.00 

777A 

Same as 777 with S3i Desk Stanil 

$33.00 

777SA 

Same as 777S with Desk Stand 

$35.00 
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SIHUFtE 


COMMUNICATIONS MICROPHONES 


Mor« Shvre Mobile and Fixed Station Microphones are used in Professional Installations 
than all other makes combined! 


THE "404^' WITH HIGH IMPACT "ARMO-DUR" CASE 


The Shure Controlled 
Magnetic "404" is rec¬ 
ommended for those 
applications where a 
rugged hand-held micro¬ 
phone 13 needed. It js 
ideal for outdoor public 
address (sports arenas, 
athletic frelds, carnivals, 
etc*) and for n^obile com- 
municatFons. The "404" is designed for high speech inteJIi- 
gibility. Easy to use, flits snugly in the palm of the hand. 
Leaf-type switches control the mic. circuit and an external 
relay or switching circuit. Omni'direcHonal. Freq. response 
200 to SOOO cps. Only high, 2Vb" wide, deep. 

Includes mounting bracket. U- S, Patent 2,454,425 



MODEL 

OUTPUT 

LEVEL 

IMPED¬ 

ANCE 

CABLE LENGTH 
TYPE DESCRIPTION 

SWITCH 
MIC. CIRC. 

RELAY 

CIRC* 

LIST 

PRICE 

404B 

-50 db (0 db 
= 1 mi IN watt 
per 10 miem- 
bars); *293 
mi m VO Its/ 
micrebar 

159-250 

Ohms 

ft. Coiled 
cord, Copper, 

4 conditeter 

(2 shielded) 

CLOSED' 

OPEN 

$33.00 

4D4C 

-50*5 dbfOdb 

= 1 volt per 
miorobar}; 2.980 
mi III VO Its/ 
microbar 

Higb 

m ft Ceiled 
cord. Copper, 

S condecler 
(1 shielded) 

CLOSED' 

OPEN 

$33*00 

4D5T 

^ 1 db loaded 
with 500 ohms 
(0 db - 1 
milliwatt per 
100 microbars) 

109-509 

Ohms 

5 ft* extended 

4 condiicter 
stranded coiled 
cord 

■- 

OPEN 

$40.59 


'Provision for simple change to normally open* 
'''Transistorized for direct replacement of carbon microphones. 


a rtew lirealcrltr0t/gfi m irtfcrophone design * . 

SHURE MODEL 488 NOISE-CANCELLING MICROPHONE! 

Outperferms and obsoletes all others * . * confirmed by laboratory and Held comparison tests! 

Provides highly intelligible speech communication in mobile and frxed-station use where high 
volume background noise is found, such as airplanes, helicopters, motorcycles, trucks, fire engines, 
power boats, sporting events, drop forges, press-rooms, engine-rooms, factories. The 488 incor¬ 
porates the patented Shure Controlled Reluctance cartridge into a distance discriminate micro¬ 
phone that effectively cancels background noise to permit transmission under conditions that 
would be impossible with any other microphone* Correct placement of microphone for close-talk 
use is assured by convenient rubber Ilp^uard. Rugged, impact-resistant "Armo-Dur" case is 
lightweight, easier to handle in extremes of temperature. Four versions of the 48S are available: 

486A high impedance; 4B8B — low impedance; and 488C and 488T — transistorized for direct 
replacement of carbon microphones (48BT FA A Certified for Aircraft applications). All models 
equipped with coiled-cord and long-life heavy-duty push-to-talk switches. Field-testing these 
blade-type switches confirms their operating life rating to be in excess of one million cycles* 



SPECIFICATIONS 


MODEL 

488A 

High Impedance 

4eeB 

Low impedance 

4980 

Transistor iied 

4t8T 

Transistorized Aircraft 

List Prite 

$57*50 

$57.59 

$52*59 

$72.59 

Noise Discrimination 

Far Superior to Slendard Communication Microphones 

Frequency Response 

(SPECIALLY TAILORED FOR BEST INTELLIGIBILITY) 200 to 4900 Cycles Per Second 

Type 

Controlled Reluctance 

Output Level 

(0 db = 1 volt per 100 

microbar field) 

.125 volts 
(-18 db) 

*914 volts 
(-37 db) 

9*45 volts (—7 db) using 

A volls and 599 ohm load 

0.71 volts (—3 db> using 

12 volts and 500 ohm load 

Impedance 

High: 

Recommended Load 
100,009 ohms or more 

159-259 Ohms 

Recommended Load 

599 Ohms 

Recommended AC Load 

199 lo 999 ohms 

Cable 

Three-Condo dor (One- 
conductor shielded) 
cadmium copper coiled 
cord [SW extended) 

Four-Condiicfo>r 
(Two-condudor shielded) 
cadmium copper coiled 
cord [5W' extended) 

Four-Condudor cadmium 
copper coiled cord 
iS'A* extended) 

Three-Condudor Tinsel 
coiled cord t^W extended) 
wilh PJ 9£3 — 
plug attached 

Switch Mic. CirCui! 

Relay Circuit 

Normally closed' 
Normally open 

Normally open" 
Normally open 

Normally open 
Normally open 

Normally open 
Normally open 

Case 

GRAY HIGH IMPACT "ARMO-DUR" WITH PERFORATED STEEL GRILLE AND RUBBER LIP-GUARD 

Dimensions 

31 Ki" high X wide x deep 

Werqlif 

44 lb. 

Accessories 

MOUNTING BRACKET FOR PERMANENT PLACEMENT 


* Provision for simple change to normally open " Provision for simple change to normally closed 


MODEL 100 SERIES CARBON MICROPHONES 

Now featuring "Armo-Dur" high impact, corrosion-proOf units. Used around the world for police, taxi, 
bus, track and commercial applications“more than all other makes combined! Adopted as standard 
microphones for professional two-way radio Communications equipment. The "lOO Series" microphones 
are provided with a bracket for permanent placement in portable or mobile equipment. They fit naturally 
and comfortably in the palm of the hand. They are light, compact and rugged units — with a reputation 
for long-life performance under "rough and tumble" operating conditions. 

specifications—TYPE: Carbon* FREQUENCY RESPONSE: 300 to 4,000 Cps* (Tailored voice 
response), OUTPUT LEVEL: S db below T volt for lOO microbar speech signal* IMPEDANCE: Recom¬ 
mended load —50 to TOO ohms. POLAR PATTERN: Omnidirectional. CASE: High-Impact "Armo Dur". 
FINISH: Gray, CABLE: Cadmium capper coiled cord with trimmed and tinned leads. SWITCH: Model 
lO^A—DPST normally open switch to control microphone and relay. Model 1(MB — SPST normally open 
relay switch (no microphone switch). DIMENSIONS: high, 2^^" wide, 1')^" deep. NET WEIGHT: 

% lb. packaged WEIGHT: 1 lb. 



MODEL 

LIST PRICE 

104 A 

$30*99 

T94B 

$39*09 


B 


AU Shure Dynamic, Controlled Magnetic and Ceramic Microphones are eligible for FCDA Purchases. 
























































SHUFtI 


COMMUNICATIONS MICROPHONES 


MODEL 444 
ADJUSTABLE HEIGHT 
"HAM"MICROPHONE 

Made of Rugged "ARMO-DUR"— 
Won't Crack—Peel—Rust—Dent. 

At lastl A micraphane specificaTly designed 
to meet the needs of the discriminating 
amateur radio enthusiast! Shu re has built 
into an entirely new, mocfern microphone 
the unmatched performance characteristics of 
the famed Model ddOSL. Special features 
include press^to-talk switch with optional lock¬ 
ing feature, providing ideal switching 
functions for both press-fo-talk and VOX oper¬ 
ation, adjustable stand that raises or lowers 
microphone for most comfortable talking 
position. 

SPECIFICATIOtlS “ ELEMEWT TYPE: Controlled Magnetic. FRE- 
OUENCY RESPOMSE: ^00 to 3,000 cps, OUTPUT: db (0 db = 1 

voJt per microbar); 2.39 millivolts/mscrobar. IMPEDAN.CE: High. 
CASE: Gray "'Armo-Dur". CABLE: 7 ft. twoconductor shielded. 
SWITCH: Push-to-talk switch button with optional locking feature to 
operate relay control and microphone muting circuits. Separate switch 
enables user to disable relay control circuit for VOX operation, DIMEN¬ 
SIONS: 4^' wide, S’K*" ^leep, 105^," high [ad[ustablc). NET WEIGHT: 
W 2 pounds. 


MODEL 

LIST PRICE 

444 

$42.50 



Patent Pending] 




U. S. Patent 2,454.425 


MODEL 440 SL 

Response characteristic tailored to meet 
the demands of radio communications; 
ideally suited for single-sideband. Rising 
response characteristic with sharp cutoff 
below 3M and above 300 cps eliminates 
the need for audio filters. Rugged, time- 
proven controlled magnetic element, with 
high output equalling that of a crystal 
unit. Ideal for use with ah types of ama¬ 
teur transmitters. Frequency response: 
300 to 3000 cps. High impedance, output 
level -52.5 db (0 db = 1 volt per micro- 
bar); 2.38 millrvolts/rnlcrobar 7 ft. 2- 
conductor shielded cable with equivalent 
to Amphenol MC3M plug, switch and desk 
stand. 


MODEL 

LtST PRICE 

440SL 

$47.50 


MODEL 440 

Basic microphone same as above but with 
7 ft. single conductor shielded cable. Less 
switch, stand, connector. Use with S34B 
or S36A stand. 


MODEL 

LIST PRICE 

440 

$25.00 


A87K 

MODIFICATION KIT 

Modifies 440 SL to obtain maximum flext- 
bllity between either VOX or push-to-talk 
operation. List: S3.25. 


NEW CERAMIC NOISE-CANCELLING AND 
LOW COST PALM MICROPHONES FOR CB, AMATEUR, MOBILE 

New, Model 202 effectively reduces idclc- 
ground Noise for use in Mobile Ham ond 
CB rigs. All models are , . 

Loaded with features — yet prked unusually 
low. "Shaped" voice response is patterned 
after professional mobile and SSB amateur 
response curves ... assures maximum Intel IF 
gibility. Professional design and construction. 

Long-life slide-switch, guaranteed full year. 

Virtually indestructible "Armo-Dur" wonder 
plastic case; Shock-, shatter-, corrosion-, rust-, 
and weather-proof. Coiled-cord won't kink. 

"Lifetime" hang up bracket. Choice of cer- 
Dig4.749 amic (model 201) or controlled magnetic 

(modef 401A and 40IB) elements. (401B recommended for 
parallel balanced line operation where long cable lengths 
are required.) ^ U. S, Patent 2,454,425 



SPEC fFlCAT IONS 



Medtl 2DZ 

Modal 2iil 

Modei 4D1A* 

Model 401D* 

LIST PRICE 

$20.00 

$18.00 

$22.00 

$22.00 

TYPE 

CERAMIC 

CONTROLLED MAGNETIC 

EREQUOICE 

RESPONSE 

20i te 4,000 cp 

a frea from iifidtibible peaks. 

OUTPUT 

LEVEL 

—55.5 db 
{0 ftb = 1 valt 
per tnicrflliJr)j 
K6S0 milltveltf/ 
mkiebir 

db (0 db 1 

= 1 volt per 1 

microbar); | 

3.50D miiriuolts 
par mierobar 

db (0 db 

1 ^ 1 milliwatt 

>«r 10 mkrobari); 
.J9D mllliwoiti/ 
microbar 

IMPEDANCE 

Hisii—Racem- 
mtmdeii load 
impedance; 

1 to 5 magotims 

Higbt—Recam- 
mendad load 
impedofica; 
100,000 oms 

Of mora 

Lmv—Racem- 
mandod load 
impedanca; 
150-250 otirns 

POLAR PAHERN 

OMNIDIRECTIONAL 

Caitcelling 

DIMENSIONS 

4*' High a 2%" Wide 1 Daip 



Patent Peniffna 


"VERSAPLEX" CB IMPROVEMENT MICROPHONE 


Citizen's Band broadcasters will frnd this new ceramic 
unit ideal for replacing original equipment crystal 
or ceramic type microphone. Comes complete with 
waJf or panel bracket for hendy hanging, and coiled- 
cord. "Momentary" push-to-talk switch activates relay 
circuit. Smooth response from ceramic cartridge that 
IS resistant to extremes of temperature and humidity. 
Lightweight impact-resistant "Armo-Dur" case with 
black finish an4 anodized satin-finish cap. 


SPECIFICATIONS — FREQUENCY RESPONSE: 40 to 
70,000 cps free from undesirable peaks. OUTPUT 
LEVEL: —59.5 db (0 db = 1 volt per microbar); 

IMPEDANCE: High — recommended load V 2 to 5 
megohms. CABLE: Coiled Cord extends to 5 feet. 3 
Conductors, one shielded. FINISH: Black high Impact 
plastic body with satin anodized cap and grille. 
DIMENSION: 4^" long x diam. 


MODEL 

LIST PRICE 

275SK 

$18.50 


A if Shore Dynamic, Controlled Magnetic, and Ceramic Microphones are eligible for FCOA purchases. 
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SMLJRE 


DISPATCHING.. GENERAL PURPOSE MICROPHONES 


model 450 "DISPATCHER" MICROPHONE^ Made of Rugged “arm O^DUR--Won'tCrack-P«l-Rust_Dent 


New mcxlern design fits every decor for paging use. Integrated case design, made of gray -"Armo-Dur". 
features telescoping height adfusfment for maximum convenience. Rugged Controlled Magnetic element with 
impedance switch for low or high impedance. Push-to-talh switch bar with optional features provide every 
desired switching option. 

SRECtFlCATlONS — ELEMENT TYPE: Controlled Magnetic, FREQUENCY RESPONSE; 100 to 9000 cps. 
CASE: Two-tone Gray ''Armo-Dpr", CABLE: 7 ft., four-conductor (two-conductor shielded). SWITCH: Push- 
to-talk switch button with optional locking feature to operate independent microphone and relay circuits. 
Relay portion of switch is normally open. Microphone portion of switch is normally open or normally closed 
as required. DIMENSIONS: 4'^ wide, 5''^" deep, high (adjustable), NET WEIGHT: iVa lbs. 


MODEL 

IMPEDANCE 

OUTPUT LEVEL 

LIST PRICE 

4S0 

5(h250 

—54 db (0 db = 1 Milliwatt per TO microbars); 

2.380 millivolts/microbar 

$49.50 

High 

—53.5 db (0 db = 1 volt per microbar); 

.291 millivolls/microbar 



ADJUSTABLE 

HEIGHT 


Patents 

pending 


THE "GREEN BULLET" 

Designed to provide quality music and 
speech reproduction at moderate cost. 
Rugged! Practically immune to the 
effects of high temperatures and hu¬ 
midity. Features: high output, good 
response, high impedance without the 
need of a transformer. Modern metal¬ 
lic green finish with plated grille. Fre¬ 
quency response is 100 to 7000 cps. 
Furnished with 7 ft. single-conductor 
shielded cable. High impedance. Use 
with Shure Model S34B or 53dA Desk 
Stands* 


MODEL 

OUTPUT LEVEL 

IMPEDANCE 

LIST PRICE 

520 

-52.5 db (0 db = 1 volt 
per microbar); 

2.39 millivotts/microbar 

High 

$22*59 

520 B 

™5T db (0 db = 1 milliwatt 
per 10 microbars); 

,291 millivolts/microbar 

150-259 Ohms 

$23.SD 


MODEL 520SL 
"DISPATCHER" 

Model 520SL recommended for mobile and 
fixed station use, also for public address, re¬ 
cording call systems, radio telephone and 
amateur use. 

Model 520SL equipped with grip-to-talk switch 
DPST — normally ciosed-normally open, 
and 7 ft. 2'Cqnductor shielded cable, equiva¬ 
lent to Amphenol AAC3M plug* 

Model 520SLB has grip-toTalk switch DPST 
--normally ciosed-normally open, and 7 ft, 
4-conductor (2 conductors shielded) cable, 
equivalent to Amphenol MC4M plug* 


MODEL 

OUTPUT LEVEL 

IMPED¬ 

ANCE 

LIST 

PRICE 

520SL 

-52*5 db (9 db = 

1 volt per 
micrabar); 2.38 
millivolts/mkrobar 

mgh 

$45,00 

S20SLB 

-51.0 db (0 db = 

1 millivolt per 10 
microbars); ,291 
iniriiv9lts/fnicrebar 

150-250 

Ohms 

$43.25 





SMALL CONTROLLED 
MAGNETIC MICROPHONES^ 

The MC Series of small micropbones are 
specially designed for use in vacuum-tube 
devices, such as small, compact hearing 
aids, amplifiers, transmitters, dictating 
equipment — wherever size and weight are 
important factors. They also are highly 
recommended for use in small transistor- 

lype devices. The MC Series are metal _ 

cased for hum profection* They are rugged units immune to 
mechanical shock and to varying conditions of heat and humidity. 
The MC Series of microphones have also proven to be extremely 
useful in concealed microphone applications. 

MC11-J (Circular) LIST PRICE: S12.SI) 

MC2dA-J (Rectangular) LIST PRICE: 

MC30-J (Square) LIST PRICE: *20.00 

SPECIFICATIONS FOR MODELS MCll-J, MC20A-J, and MC30-J— 
TYPE: Controifed Magnetic. FREQUENCY RESPONSE: MCll-J-- 
400 to 4.(K)0 cps, MC20A-J — 400 to 4,500 cps. MC30-J — 400 to 

3hSOO cps* OUTPUT LEVEL: MClT-J-73 db (0 db ^ 1 volt per 

microbar). MC20A-J ^ -73 db (0 db = 1 volt per microbar), 

MC-30-J-75 db to db = 1 volt per microbar). IMPEDANCE: 

MC IT-J — 1.000 ohms, MC20A-J — 2.000 ohms, MC30-J — T,B50 ohms, 
CASE: Brass. FINISH: Cadmium plated. TERMINALS: MCll-J— 
Eyelet solder type. MC30A-J — m" flexible lead type, MC30-J 
— Eyelet solder terminals. DIMENSIONS: MCll-J (circular) 
diameter, thick, MC20A-i (rectangular) 10/15" wide. long. 

thick. MC30-J (square) *5" wide. .5" long, .265" thick. NET 
WEIGHT: MCll-J —121/3 grams, MC20A-J — 9,6 grams, MC30-J— 
3.7 grams. 


MODEL CASA ULTRA-MINIATURE CERAMIC 
MICROPHONE 


The CASA is a rugged ultra-min¬ 
iature ceramic microphone. The 
frequency response is equivalent 
to standard microphones of much 
greater size. The CASA is ideal 
for hearing aids, small headpiece 
microphones, pocket walkie-talkies, 
dictating machines, musical in¬ 
struments, intelligence and secur¬ 
ity work and other applications 
requiring a miniature microphone 
with! high stability. 

The generating element is Lead- 
Zirconate^Titanate enabling use 
over wide temperature ranges. 

The ceramic structure is inherently more stable than electro-mag¬ 
netic units of similar size. The low end response is easily controlled 
by external load. 

SPECIFICATIONS™ LIST PRICE: *20.00. TYPE: Ceramic element. 
FREQUENCY RANGE: 50 to 4500 cps. IMPEDANCE: Equivalent to 
400 pfd. OUTPUT LEVEL: -73 db (0 db ^ 1 volt per microbar)* 
TEMPERATURE RANGE: -20^ to 300^^ Fahrenheit. HUMIDITY 
RANGE: Unaffected by humidity* SIZE l.OOD" k .250'^ x .100''' (2.54 
cm X .635 cm x ,254 cm). WEIGHT: gram. 



MICROPHONE STANDS 


S34B TAKE-APART STAND 
MODEL S34B. 

Handy low-cost 
gray stand for 
desk or hand 
use. One twist 
of wood handle 
locks it secure¬ 
ly In base for 
use as a table 
stand, or re¬ 
leases handle for use in hand. 
Metal base. Suitable for use with 
Models 510, 520, 707A and 710. 
NET WEIGHT: % lb. Packaged 
weight, % lb. LIST PRICE *4.50 


saa ROUND stand 

This sland is a 
heavy die-cast 
base. Metal screw 
machine stud 
connects micro¬ 
phone adapter to 
stand base. NET 
WEIGHT: % lb.. 

Packaged weight, 

1 lb* MODEL 53B. 

(Bronze) for use with 245, 777 
Series microphones. MODEL S38B, 
(Black) for use with Models 
275S, 275SK, 415, 430, 575S, 575SB. 
LIST PRICE *4.50, 


S33 MODERN DESK STAND 


MODEL S3 3. 

Baked bronze fi-g 
Ish, For use wlthl 
Models 3D0, 333,’ 

535, and 535. NET , 

WEIGHT: 2V2 
lbs.. Packaged 
weight, 3 lbs. 

LIST PRICE: $15*00 

MODEL S33B. Same as S 33 — in black 
finish* For use with Models 330, 530, 544, 
545, 546, 5S6S, 576, 570, 41S, and 430. 
LIST PRICE: $15.00. 






S36A “TEARDROP” DESK 
STANEI MODEL S3SA. Stream¬ 
lined (fray desk mount fits alf 
Shure connector type micro¬ 
phones inciLiding 51, 513, 553, 
553W, 315, 315S, 5403, 5453, 
and 737A. Accommodates A25 
type Swivel Adapter. 

NET WEIGHT: 1 lb., packaged 
weight, m lbs. LIST PRICE: 
$G.50* 
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SMUFtE 


MICROPHONE ACCESSORIES 



MODEL 539A VIBRATION-ISOLATION STAND 


Ideal for use on table, desk, in the footligliT area of a stage, for remote broadcasting (particufarly 
for sporting events, conference tables, panels, and for all applications where vibration is a 
problem. The S39A provides maximum Isolation from extreme mechanical vibration by its capacity 
to absorb mechanical shock as a sponge absorbs water. The Model S39A Stand is designed for 
all Shu re microphones and Swivel Adapter assemblies. An extension adapter is furnished to 
Increase the height of certain microphones for cable connector clearance. Made of durable black 
crackfe finish plastic with heavy duty foam rubber isolation. 

NET WEIGHT: 7Vtt lbs.. Packaged Weight, 24^ lbs. 

LIST PRICE: 825.00, 


A 


A45 



QUICK DISCONNECT 
MICROPHONE 
ISOLATION UNITS 


A47 


Designed for use with mkrophones 
normollyr mounted on desk or floor 
stands but which must be periodically 
removed from stand tor hond-hefd or 
corry-around use. In addition, because 
of a maided rubber insert, the adop^ 
tors effectively isolate the microphones 
from mechanicol vibration, shocks and 
noises carried to the microphone 
through the desk or floor stand. Quick 
disconnect operation is instant, easy, and silent. Made of aluminum 
and anodized for beauty and long w^ear despite frequent handling. 
Model A45 is designed for microphones incorporating an Isolation 
assembly such os the Shu re Models 556, 3^0 and 5^6. 

Model A47 is designed for microphones with connectors such cs Shure 
Models 55S, 51, 545S, 540S, 737A or nearly all microphones with a 
stondard %**-27 thread. 


MICROPHONE REPLACEMENT CARTRIDGES 

carbon replacement cartridge-model RIO 

Rugged microphone cartridge replacement for "CB", ^'100“, and 
^^120^' Series Corbon Microphones. Includes mounting hardware, in¬ 
stall atl an instructions. Model RIO Price $S.50 

Model 99A149 replacement cortridge for microphone models: CB20, 
CB21, CeSO ond }15. Model 99A149 Us# Price $8.50 


CRYSTAL CARTRIDGE - MODEL R7 

Available os a replacement for the cartridges in the Shure Crystal 
Microphones of the 707A ond 70S A Series, and other microphones of 
similar design. High output—48 db below 1 volt per microbar. Sup¬ 
plied with rubber mounting rings and installation instructions. 

Model R7 lii# Price $8 25 

DYNAMICMODEL R50 

Replacement cartridge for Sbure Dyramic Microphones, Models: 
540 (Series HL 540S (Series II), 560, 561, 57SS and 575SB. 

Model RSO List Price $15.00 

SLIM-X MICROPHONE CARTRIDGE 


A45 A47 


LIST PRICE 

$12.00 

$12.00 

DIMENSrONS 

2'A^' high X 

15ft" diom. 
assembled 

5J^" high X 
IJI*'' diom. 
ossembled 

WEIGHT ADDED TO HAND 

HELD MICROPHONE 2*3 ox* 

3.6 ax* 

NET WEIGHT 

3.3 ox* 

4.6 ox. 


NEW CABLE TYPE TRANSFORMER 


The Model 99A186 replocement cartridge assembly for the 777 Series 
Slim-X Microphones. Crystal eiemant metal-sealed for long life 
under adverse conditions of heat ond humidity. Requires only one 
solder connection. Model 99A186 llsl Prioo $10,410 

CONTROLLED MAGNETIC CARTRIDGE — MODEL R5 * 

Direct replacement for cartridges used in the following Shure 
microphone models; 51 (JC, 510MO, 51 OS, 520, 5205L, 505C, 505K, 
404C, 405C and 405K- Also ideal for replacement of crystal car¬ 
tridges in Shure coses of the Model 707A and 708A Series, where heot 
and humidity are a problem. Supplied with rubber mounting ring. 
Model RS * List Prko $11.00 


Model A95A is e high-quality, cobfe- 
type tram former which mokes it possi¬ 
ble to connect o low impedance micro¬ 
phone (35-50 ohm and 150-250 ohm) 
to Q high impedance omplifler. It is 
housed in a compoct, sturdy and mag- 
neticolly-shielded case, 2lj,4^ long x. 
V*" die meter. Use of this transformer 
solves the problem of excessive high 
frequency loss and objectionable hum 
when long lersgths of microphone coble 
are necessary. Model A95A may olso be used in ipeciolized opplico- 
tlons requiring high impedance to low impedance circuit connections. 
Attractive groy ond block cose furnished with Cannon XL-3-11 input 
and Amphenol MCI F output plugs installed. Frequency response: 20 to 
20,000 cps, plus or minus 1 db. 

List Prico: $17,50 



COILED CORD SETS 


Tinsel Cailei Cord wilh trimmed and tinned leads and AmphencI 
MC4M connector attached (3 conductor shielded) for use with 
General Electric EMIOA and 505K microphones. 

Model: C10C List Price $12*00 

Tinsel Ceiled Cord with Amphenol MC4M p\\ig for use with Genera! 
Electric EMlOA-2 and Shure 405K and 405 KB Microphenes. 

Model: C11C List Price $12:00 

Standard Coiled Cord with trimmed and tinned leads for use with 
Shure 404C, 488A microphones. 

Model: C12C List Price $9.75 

Standard Coiled Cord with trimmed and tinned leads for use with 
Shure 404B, 48aB microphones. 

Model: C14C List Price $10*00 

Standard Copper Coiled Cord with trimmed and finned leads. Used 
in ^‘CB" and ' 100" Series Microphones. 

Model: CISC List Price $B.25 

Tinsel Coiled Cord with Amphenol MC4M Connector for use with 
General Electric equipment. 

Model: C16C List Price $9.50 

Tinsel Coiled Cord with spade fugs for use in Motorola equipment. 

Model: C17C List Price $7*75 

Standard Coiled Cord with Amphenol MC4M Connector for use with 
Motorola equipment. 

Model: CISC List Price $9*50 

Tinsel coiled Cord with Amphenol MC4M Connector for use with 
Motorola equipment. 

Model: Cist List Price $9.50 

Tinsel Coifed Cord For use with Shure 201^ 401A. 

Model: C20C List Price $7.0i 

Tinsel Coiled Cord For use with Shure 401B. 

Model: C21C List Price $7.75 

Tinsel Coiled Cord with PJ-063 connector for use with Shure 4S8T. 

Model: C22C List Price $15.00 

Tinsel Coiled Cord For use with Shure 275 SK. 

Model: C23C List Price $6*0® 


LOW IMPEDANCE CARTRIDGE ^ MODEL R5E # 

Model R5B Is th$ replacement cartridge for cartridges u$ed In micro¬ 
phone madefs 505B, 505T, 404B, 405B, 405T, 510SIB, 520SLB, and 
520B. Model R56 is physicofly identical to Model R5; but tow irnped- 
ance (150 to 250 ohms). Can be used in any R5 applications, which 
require a low impedance cartridge* 

Made) R5B Lis# Price $11.00 

MODEL R4M FOR SHURE 'XOMMANDOS" * 

The Model R4M controlled rnagnetk cartridge assembly is I he direct 
replacement cartridge for use In the models 430, 425, 420 and 4T5 
Shure ^"^Commando^^ microphones. Model R4M List Price $15.0® 

MODEL R5T CONVERSION KIT # 

Includes a controlled magnetic cartridge and transistor amplifier to 
convert carbon microphones into improved controlled magnetic 1ran- 
sistorixed microphones. Conversion takes only minutes.with a screw¬ 
driver, long-mse pliers soldering iron. 

SPECIFICATIONS: Controlled magnetic with transistor omplifter. 
200 to 4,000 cps, semi-directionol. Output Level: 1 db loaded with 
500 ahms (Q db — I milliwatt per 100 microbars)* List Price: $25.00. 

NOTE: For complete Shure Microphone Cartridge replacement Infor¬ 
mation, write fpr AL188, Microphone Cartridge Replacement 
Guide* 

“GRIP-TO-TALK SLIDE-TO-LGCK^* SWITCH 

Heovy.Duly Switch withstands thq mast severe field 
requirements of paging and dispatching systems. 

Ideal foj PaJice. ToKl Cab. RuiJraad, Airport, Buy, 

Truck, and all emergency communicatiant Work, 

Con be used with Shure connector-type crystof, 
dynamic and carbon mlctaphones of any impe¬ 
dance. Fits handily an Shure S3dA Desk Stand. 

Rich latin chrome finish. 

Model: ABBA Liit Pricg: $12.50 



mtM mh 


ON-OFF PRESS-TO-TALK SWITCHES 



Model A83S* Rotary-type "On-OfF ' switch* Quickly ottached to ony cab1«- 
conneclor type Shure microphone. 

Model: A83B List Pricei $11,00 

Model Aa4B. Momentary Press-to-ToIk “Oo*Otf'‘ switch, 

Model: A84IB List Prke: $11.00 

Model AB5C. ^'omenlary Presi-tO-Tolk Heloy-Typo Switch. 

ModoL AASC List Price: ^|| 
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NOW! THE ULTIMATE IN INDEPENDENT TONE ARMS 



SMLJ F5E 


SME 


MODELS 3009-3012 SERIES 2 


The most remarkable independent tone arm ever mode — by any 
stondard. Brings out the very best from any high quality cartridge, 
mono or stereo. Virtually frictlonless bearings, both horizontaf and 
vertical . . . pivot friction at stylus tip measures less than .020 gram! 
Knife edge bearings ore absolutely protected against dush Manu¬ 
factured to incredibly close tolerances for Shore by skilled British 
croftsmen. Unprecedented combination of adjustments: height, over¬ 
hang, length (up to I"!), tracking force (so accurate no pressure 
gauge is required, ever) * . . even bios (to counteract tendency of 
arm offset to pull toward center of record and ^'favor^^ one side of 
stereo groove over the other.) The result is an independent tone 
orm that carries the cartridge over the record surface with rock- 
like steadiness and precision — titeraliy eliminates wear on the 
record anid stylus. Lever operotes arm through hydraulic damper. 


No resonances within audible spectrumf Complete with shell, align¬ 


ment protractor, sockets. 

MODEL ZQ09 Series 2 (for 12" records).$92.50 net 

MODEL 3012 Series 2 (for T6" records) -.$102.50 net 

MODEL A3BA Extra plugin shell ....$ 5.S0 net 

Ultra-Lightweight Shell for Shurc-SHE Arms 
MODEL S2W/12 for Shore SME 3012 Arm. 

With counterweight ...... $ 8.75 net 

MODEL S2W/9 for Shore SME 3009 Arm. 

With counterweight ... $ 8.75 net 

MODEL S2 Separate extra Shell (can only be used with 

companion balance weight) ... $ 6,00 net 



NOW! Improved Performance. 

The overwhelming first choice of perfectionists 
who appreciate the full importance of integrated” 
tone-arm and cartridge to optimum stereo per¬ 
formance. Tracks at incredibly light % to L3 
gra?ns~with unparalleled fidelity . . . absolutely 
minimizes record wear, and CANNOT scratch 
records! We urge you to make listening tests of 
this unit before buying any stereo cartridge or 
arm—you‘H hear the difference. 

'fhe Studio Stereo Dynetic has a special advan¬ 
tage for those music lovers who like to ”index". 
The cartridge stylus is placed far in front, mak¬ 
ing it extremely easy for you to position the stylus 
on the exact spot of the record you want to play. 
Includes stereo cable. 


SPECIFICATIONS 

STEREOPHONIC 
M226, M222 

MONOPHONIC 
Ml 6; Ml 2 

Tracking Force 

3/4 to 1.5 grams 

1-2 grams 

Frequency Response 

20 20:000 cps± 

2K db 

20-20,000± 

2db 

Channel Separation 

over 22.5 dfa at 

1000 eps 

* 

Sensitivity: Output at IDOO cps 

6 mv per chonnel 
[On Westrex /4 

Test Record) 

14 ntv for 

TO cms/sec 

Recommended load impedance 

47,000 ohms 

10,000 ohms 

Compliance: (Vertical, ^Lateral) 

22 K TO-* ems/dyne 

8 X 10-* 

ems/dyne 

1 nductanCe 

600 millihcnrys 

130 mill ihenrys 

D.C. Resistance 

750 ohms 

TSO ohms 

Stylus 

.0005" diamond 

.0007'" diomond 


* Applies to stereo units only. 


Model M226—Studio Stereo Dynetic for records up to 16" including M72 
cartridge with .0005'" Diomand Stylus Audiophile Net: $89.50 

Model M222—Studio Stereo Dynetic for records up to T2" Including M22 
cartridge with .0005'^ Diomond Stylus Audiophile Net: $89.50 

Model M22.. Sti-dio Stereo Dynetic Cortridge with .0005"'' Dlcrmond Stylus. 

Audiophile Net; $49.50 


3,077.521; 3,077,522 and D1S3.366 


U. S. Patents 3,055,983; 


SHORE REPLACEMENT STTLl 

The Dynetic stylus assembly used 
in Shure cartridges is the most critical 
component. To maintain the original 
performance slondardi of your car¬ 
tridge, be cerloin that ony reploce- 
ment stylus you buy bears the follow¬ 
ing certification on the package; "This 
Dynetic stylus is precision monufac- 
tured by Shure Brothers, Inc." 

Avoid inferior imitations. They will 
seriously degrode the performance of 
your cartridge. All genuine "Dynetic" 
styli ore monufactured by Shure 
Brothers, Inc. 

Select the oppropriate replacement 
stylus for your cartridge in the chart 
below. If you choose o stylus thot 
upgrades your cartridge, check to be 
certain your tone orm will frock at the 
force required by the stylus. 


Shure Reploce- 

For U^e in Shure 




Net 

ment Stylus 

Dynetic Cartridge 

Trocking 

Tip 

Type Records 

Mode! Number 

Model Number 

Force 

Description 

Played 

Price 

N1 

Ml 

1 -3 groms 

.0007 diamond 

Mono L.P.'s 

$21.00 

N2 

M3 

1 -3 grams 

.0027 diamond 

Mono 78 rpm 

31.00 

N3D 

M3D; upgrades 

3-6 grams 

.0007 diamond 

Stereo artd 

9.95 


M7D, MBD 



Mono L,P,’s 


N5D 

M5D 

3-6 grpms 

.001 diamond 

Mona L.P.'s 

16.50 

N6S 

W6S 

3-6 grams 

.0037 sop phi re 

Mono 78 rpm 

5.00 

N7D 

M7D, M80 

4-7 grams 

.0007 diamond 

Stereo and 

Mono L. P.'s 

7.95 

NZTD 

M31r M7/N21D 

1-21/a grams 

.0007 diamond 

Stereo and 

12.50 


M3/N21D; up9radfts 
M3D, M7D 



Mona L.P.'s 


N23D 

M22; M7/N21D, 
M3/N21D, M3D, M70 

grama 

.0005 diomond 

Stereo 

34,75 

N33-1 

M3a, M77 

1 V!-3 groms 

.001 diomond 

Mono L,P.'* 

19.50 

N33-5 

M33-5 

IVa-S grams 

.0005 diamond 

Stereo 

19.50 

N33-7 

M33-7 

1 l/a-3 grams 

.0007 diamond 

Stereo 

19.50 

N44-1 

M44-5/M44-7 

1 '/?-3 grams 

.001 diamond 

Mena L.P.’s 

9.75 

N44-3 

M44-5/M44-7 

1 V!-3 grams 

.0035 diamond 

Mono 73 rpm 

9.00 

N44-5 

M44-5 

V 4 -I Vj grams 

.0005 diamond 

Stereo 

1 1.35 

N44.7 

M44-7 

1 Vj-a grams 

.0007 diamond 

Stereo 

9.75 

N77 

M77 

3-6 grams 

.0007 diomand 

Stereo 

10.50 

N78 

M77, M33-5, M33-7 
M99/A; M99/AT6, 

4-6 grams 

.0027 diamond 

Mono 78 rpm 

8.55 

N99 

I Vi-O grams 

.0007 diamond 

Stereo ond 

12.95 


M99/M10 



Mono L.P.'s 


VN2E 

V-15 

%'l Vr groms 

81'Rodial 

Stereo ond 

25.00 



Elliptical 

Diamond 

Mono L.P.'s 
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The sound from this new Shure cartridge 
is awesome in its vitality Sc clarity 


A NIGHT-AND-DAY DIFFERENCE 

From the very first prototype, the sound from the new 
Shure Series M44 Stereo 15^ Dynetlc Cartridge was 
incredible. Even skeptical high fidelity critics have 
expressed unconcealed surprise at the audible increase 
in brilliance, clarity, transparency, presence, fullness and 
smoothness of this ama'i!:ing new' Shure development. A 
close analysis of Its performance reveals startling differ¬ 
ences in this cartridge—although not extraordinarily 
improved in the “usual’^ areas of frequency response 
(still a virtually fiat 20-20,000 cps) or In compliance 
(25 X 10"® cm/dync)—rather it is in the distortion meas¬ 
urements where Shure engineers have achieved a highly 
significant and dramatic reduction of 7S% to 90% in 
IM and harmonic distortion from even such admirably 
distortion-free cartridges as earlier versions of the Shure 
Stereo Dynetic. Further, cross-talk between channels 
has been effectively negated in the critical low frequency 
and mid ranges . . . providing superior channel separa¬ 
tion throughout the audible spectrum. 


With the emergence of the single standard effective 
vertical tracking angle for cutting records, Shure engi¬ 
neers immediately began what seemed on the surface 
the seemingly simple but in actuality the arduous and 
exacting task of converting their formidable Stereo 
Dynetic cartridge to the IS'^ effective tracking angle. It 
couldn’t be done. So Shure designed this radically new 
moving-magnet cartridge that wdll track at an effective 
angle of 15®. Graphically, this is the kind of cartridge 
geometry involved in the new Shure Series M44 15“ 
Stereo Dynetic Cartridge: 


angle Of DEFLECKON- 


\ l—TPlUC VERTICAL 

\ j 

PJVOT BEARING 


RECORD SURFACE 





^MOVING WAGNET 


SCRATCH-PRCK>F RETRACTILE STYLUS 

And, as if that w^ere not enough, the new^ 15* cartridge 
incorporates a totally efficient retractile stylus that mo¬ 
mentarily retracts whenever excessive forces are applied 
to the lone arm. This feature protects your records and 
prevents annoying ‘‘clicks/' 

PERFECTION IS A MATTER OF DEGREE 


THE ULTIMATE TEST 

You must hear this cartridge to appreciate the totality 
of the sound improvement. It will be instantly recog¬ 
nizable to the ear without the necessity for elaborate 
test instruments or A-B listening tests—although we 
assure you, instruments and A-B tests will more than 
substantiate our claims. 


It has been knowm for some years that a difference be¬ 
tween the angle used to cut stereo records and the angle 
of the stylus of the cartridge used to play them would 
result in an increase in IM and harmonic distortion 
audiblcon certain records. With widely different cutting 
angles employed by the record companies, the effective 
angle of the playback cartridge stylus had of necessity to 
be a compromise so as to provide the best possible results 
from records of all makes. 

Recently, industry attention was focosedon this prob¬ 
lem by a series of technical articles ascribing the dif¬ 
ference in effective vertical angles bettveen the cutter 
stylus and the playback cartridge stylus as a cause of 
distortion and urging the adoption of a standard effec¬ 
tive angle to tvhich records would be cut. 

Major record companies have now^ begun to use an 
effective cutting angle of 15“ which is the proposed 
standard of the RIAA (Record Industry Association of 
America) and EIA (Electronic Industries Association.) 


M44 SERIES SPECIFICATIONS 


Frequency Response: 

i M44^5 

M44-7 

20-20,000 cps 

20-20,000 cps 

Output Voltage at LOGO cps 
[Per Channel, at 5 cm/sec 
peak velocity}: 

6 miflivolfs 

9 millivolts 

Channel Separation (at 1000 cps): 

Greater than 25 db 

Greater than 25 db 

Recommended Load Impedance: 

47,000 Ohms 

47,000 Ohms 

Compliance: 

25 X l(h« cm/dyne 

20 X 10-® cm/dyne 

Tracking Range: 

Va to 1V5 Grams 

VA to 3 Grams 

Inductance (Per Channel): 

6S0 millihennes 

630 miltihenries 

D,C, Resistance (Per Channel): 

650 Ohms 

650 Ohms 

Stylus: 

.0005" diamond 

.0007" diamond 

Stylus Replacement: 

N44-5 

N44-7 

Cartridge Price, Net 
(fnefudmg stylus): 

$21.95 

$19.95 

Replacement Stylus Price, Net: 

ilL35 

$ 9.75 


Monophomc Styh: 

Model N44-1— For monophonic LP records, with .OOF diamond $9.75 net 
Model M44*3—For 78 rpm records, with .0025" dtamond $9.00 net 



LITERATURE: Shure Brothers, Inc. 222 Hartrey Avenue, Evanston, Illinois 

Manufactured under U.S. Patents 3,0S5,9&Sj 3.077.521 and 3,077.522. Other Patents Pending 


SERIES M44 SCRATCH-PROOF CARTRIDGE 
WITH RETRACTILE STYLUS 


the new standard 
in distortion-free 

hi-fi cartridges 































SCRATCH-PROOF 
AND BOUNCE-PROOF 
CARTRIDGE ASSEMBLY 
FOR GARRARD AND 
MIRACORD OWNERS 

Attention music lovers and (elinophiles: 
interesting to note that both cat and 
cartridge have retractile styli for gentle¬ 
ness and proletdion from scratching. 




OREATER RECORD AfSlO NEEDLE PROTECTION.., 
FINER RECORD REPRODUCTION 

Now, owners of Garrard Uborarory® Type " A” and AT-^ and MiratOrd Model 
10 and ModcE 10H Auromatic Tumrables can assure rbcmselves unpreeedenied 
and unparaMeled record and needle protection^ and highest sound quality 
srrtiply by plugging m the Shu re Slereo Dynetic CARD-A MATfC 'float cart¬ 
ridge assernbly. Nothing else to buy ... no wiring, no soldering, just plug in. 

Ingenious CARD^A-MATIC cartridge inside a Special tone-arm shell ends 
scratching due to dropping the tone arm or accidentally dragging it across the 
grooves . . records stay new, sound new. Needles last longer—<an"t be 
damaged by pressing arm on record. Does away with tone arm 'hognee" from 
floor vibrations, etc. Even plays warped records. And, the performance char¬ 
acteristics are those of the fanned Shore Stereo DynetEc cartridges. 


SPECfFlCATlONS 


Frequency Responses: 

Output Voltage: 

Channel Separation: 
Recommended Load Impedance 
Compliance: 

Tracking: 

inductance: 

□ C, Resistance 
Stylus: 

Stylus Replacement: 


From 20 to 20,000 CpS 

6 millivolts per channel 

More than 22.5 db al 1000 cps 

47,000 ohms 

20.0 X 10-^ cm per dyne 

1.5 to 3,0 grams 

600 Millihenries 

750 ohms 

.0007" diamond 

N99 


MODEL M'jg/A Fits Garrard Laboraiory€! model "'A'", includes tone arm heaef, 
factory mounted cartridge, .0007" diamond, $24.75 Audiophile Net. MODEL 
M99/AT6, Fils Garrard AT-6. Includes lone arm head, factory mounted cartridge, 
.0007" diamond, $24,75 Audiophile Net. MODEL M99,/M10, Fits Miracord Models 
10 or 10M includes tone arm head, factory mounted cartridge, .0007" diamond, 
$24,75 Audiophile Net MODEL N99. Replacement stylus assembly, .0007" 
diamond, $12.95 Audiophile Net. 

Manufaclured under one* or more of the following U.S. Patents: 3,055,980; 
3^077,521,- 3,077,522; 0193,006; Dl93,934; Other patents pending. 


THE WORLD'S BBST-SELLIIMQ QUALITY PHONO CARTRIDGES 



high fidelity phono carinoge 


MODEL M3D 

Tho M.ID Stereo-Dynetic is the famed original Shure 
Stereo phono cartridge. It reflects quality control of a 
high order, based on crrlicaf tolerances in all per¬ 
formance characteristics. 

Model M3D 

Stereo Dynelic cartridge . . . rnclucfing N3D Stylus assembly 
wilh .0007" diamond 

Audiophile Net Price.. .$15.75 

Model N3D 

Stereo Stylus assembly for M3D, including .0007" diamond 
Audiophi le Net Price....... S 9.95 



MODEL M7/tuaiD 



high fidelity phono cartridge 


MODEL M7/ru2lD 

A famed cartridge acclaimed by consumer product test 
labs and professional musicians for its warm, sweet tone. 
High compliance and extended response at modest price. 
For use in finest quality independent lone arms or record 
changers capable of tracking at 2V7 grams or less. Will 
not perform satisfactorily at forces greater than 2 V 3 
grams. 

Model M7/N21D 

Stereo Dynetic cartridge . . . including Shure N21D Tubular 
Stylus with .0007" diamond 

Audiophile Net Price........$17.95 

Model N21D Stylus 

Tubular Stereo Stylus assembly for higher compliance and 
response with Shure M7D and M3D Cartridges. Includes .0007" 
diamond. (See tracking force note above]i 

Audiophile Net Price.... .$12.50 



SPECIFICATI ONS_ 

Channel Separation 
Frequency Response 
Output VotUge (per channel, 
at IfXXJ cps 

RecornrnendeiJ Load Impedance 
(per channel) 

Compliance: Vertical and 
Lateral 

Tracking Force 

Inductance 
D.C, ResisUnce 
Terminals 

Mounting Centers 


M3D _ M7/N21D 

Over 20 db Over 20 db 

20 to 15,000 cps 20 to 20.000 cps 

5 mv 4 mv 

47,000 ohms 47,0(XJ ohms 

4 0 X 10 cent, 9.0 x 10-^ cent, 
per dyne per dyne 

3 to 6 grams 2 gms. optimum 

(2Vi max.i 

420 millihenrys 420 millihenrys 
280 ohms 280 ohms 

4 terminals. 

Furnished with .3-lerminal adapter. 
Fits standard Vi" 
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HIGH FIDELITY STEREO PRODUCTS 



PROFESSIONAL TONE ARM “ " 

for use with any quoUfy cartridge, stereo or monophonic 


TKc Shure M232 {ond M236) Profe$iionol Tone Arm U a pramium-quality irtdepcndenl tone 
arm that occepts procticolly alt cartridges {Stereo and Monophonic) and permits their moxi- 
mum potential performonce chorotTeristies to be utilized. Feotores precision boll bearings 
ot olt pivot points, plug-in head with positive-alignment lock, varioble height adjustment. 
Pays for itself in reduced record weor and damage. Ingeniously simple ond unprecedented 
combinotion of adjustments gives instant^ positive, VISUAL control over balance [without 
altering overall arm length), tracking force fO-8 grams), and overhong. Flouts the needle 

Over the record . , . smoothly — without '^^drog'^'^ _ without "skip'' — without unnecessary 

(and ruinous) force. Furnished with coble having plug on each end to simplify and speed 
up installation (eM mi notes soldering). 


SPECIFICATIONS: MODEL M232 — M236 PROFESSfONAl TONE ARMS 


NET PRICE; TONE ARM M232, for 12" records .. .... $29,95 

TONE ARM M236, for 16" records .$31,95 

Model A23H extra Plug-In Heod .. ..$ 2,40 


FURNISHED ACCESSORIES: Ami rest^i mounting templatOj mounting Hardware, 4 ft, coble 
ossembly. 

DIMENSIONS; M232 _ 12%" long, M236 - 14H" long 


MOHOPHOmc PROFESSfONAl 



STEREO PROFESSIONAL MONOPHONIC 
For those who prefer monophonic cartridges 
with monophonic records. Shore offers the out¬ 
standing Model M5D Professional Dynetic, 
SPECIFICATIONS: 

Frequency Response; 20 to 20,000 cps. 
Sensitivity: Output at 1,000 cycles—27 mi fir- 
volts for 10 cms/sec. 

Recommended Load Impedance; 27,000 ohms. 
Compliance; 3 x 10-* centimeters per dyne+ 
Tracking Force: 2 to 6 grams. 

Inductance, 350 millihenrys 
D. C, Resistance: 440 ohms. 

Model MJD—has .OOT" diamond for use with 
micro-groove records, 33Vfl, 45 r.p.m. 

Model M6S—has .0027"^ sapphire for use with 
standard records, 78 r.p.m. 

Model M5D Monophonic Professronol Dynetic 
Phono Cartridge for LP records Including N5D 
.001" diamond stylus. Audiophile Net; $27.50. 
Model M6S Monophonic Professional Dynetic 
Phono Cartridge for 78 rpm records including 
K6S ,0027" sapphire stylus. 

Audiophile Net; $15.00 
Model N50 Monophonic Professional Dynetic 
stylus with ,001" diamond tip. 

Audiophile Net; $T6.50 
Model N6S Monophonic Professional Dynetic 
stylus with .0027" sapphire tip. 

Audiophile Net: $5.00 
_U. S. Patents 3.055,98d and mge 


TRANSISTORIZED STEREO 
PREAMPLIFIER MODEL M61 



Compact, rugged, transistorized 
unit with choice of AC line or bot- 
tery power supply. Slide-selector 
switch offers three equalJxation in¬ 
puts. 

(T) "phono^^ far conversion of ce¬ 
ramic phono inputs for use with 
mognetic cartridges; 

(2) ^^tope" for equalization of tape 
playback directly from tape head 
through hi-fi control preamplifier; 
and 

{3) "microphone" for flat ompiidea¬ 
tion wherever a boost in microphone 
output is required. 


SPECIFICATIONS: 

Net Price; Model M61-1 (for 105-125 v. AC line) $27.50 

Model M61-3 (30 v. Battery, included) $26.50 

Gain: Phono: 45 dfa (5 mv input produces .88 v. output] 

Tape; 40 db [2 mv input produces .20 v. output) 

Microphone: 63 db {2 mv input produces 2.8 v, output) 
Frequency Response: ‘^2.5 db of eoch function's nominal char¬ 
acteristic from 25 cps to 15,000 cps. 

Equalization: Phono: RIAA equolization (with odditionol treble 
boost of opproximately 3 db ot 10,000 cpt to complement most 
magnetic cartridges). 

Tape: NARTB equallxation. ^ 

Microphone; Plot response. rt3 db 20 to 15,000 cps. 

Input Impedance: Phono and tope: approx, 50,000 ohms at 1,000 cps. 
Microphone; Approx, 20,000 ohms. 

Output Impedance; Low output impedance (less than 1,000 ohms at 
10,000 cps for phono ond tape functions]. 

Channel Separotion; At least 50 db at 1,000 cps. Channel Balance: 
2 db at 1,000 cps [for phono ond tape functions]. Hum Noise: 50 db 
below rated output. Overall Dimensions: Length 5"; Width 5%"; 
Height 2". 


STEREO LINE 
PRE-AMPLIFIER 
MODEL M60 

High quality, low noise, stereo line pre-amplifier providing additionol 
gain for uso with magnetic stereo phono cartridges and microphones. 


Additional gain o|so can be provided from tope recorder outputs on 
standard pre-amplifier to improve quality of recordings. Provides flat 
output response from 30 to 80,000 cps zt. db. Low output Impedonce 
permits use of longer cable lengths {up to 50 feet] without loss af gain 
or deterioration in response when used with magnetic phono cart¬ 
ridges, microphones, etc. 

SPECIFICATIONS; 

GAIN; 17 ^db or 7 lo 1 (5 my. input gives 35 mv. output). Circuit 
change informotion provided to give one-third and two-thirds output. 
IMPEDANCE: Input—47,(X)0 ohms—Output—5,000 ohms. 

HUM & NOISE: 64 db below rated autput. 

DIMENSIONS: 5^6" X 2ye" X 3^". 

NET WEIGHT: 2 lbs. NET PRICE; $19.95 




STEREO CONVERSION PRE-AMPLIFIER MODEL M65 

Provides equalization with amplification for conversion of ceramic inputs to magnetic inputs. Gives 
smoother, mare notural Sound. As an added feature, 60 db of amplification without equalization is 
also provided. Permits the use of a magnetic cortridge with "package^' consoles supplied with o 
ceromic cartridge. Also provides pre-amplification and equalization functions for other inputs (phono, 
tape, microphane], 

SPECIFICATIONS; 

GAIN: Phono: 44 db (5 mv input produces .76 v. output). 

Special; 45 db (5 mv input produces .88 v, output). 

Tape; 40 db (5 mv input produces .50 v. output). 

Microphone; 63 db f2 mv input produces 2.8 v. output) 

Frequency Response; dt 1.5 db of eoch function's nominol characteristic from 25 cps to 15,000 
cps, EQUALIZATION: Phono: RiAA equalization (with additional treble boost of approximately 3 
db at 10,000 cps ta complement the high frequency characteristic of most magnetic cartridges]. 

Special: A Shure-developed magnetic phono equoliiation circuit for use with high impedonce 
amplifiers normally used with ceramic phono cartridges. 

Tape; NARTB equalization, 

Microphorre: Elat response, dt 3 db from 20 to 12,000 cps. 

INPUT IMPEDANCE: 47,000 ohms (oil functions], 

OUTPUT IMPEDANCE: law output impedonce (less than 5000 ohms of 10,000 cps for phono, special and 
tape functions). CHANNEL SEPARATION: 40 db. CHANNEL BALANCE; ± 1 db ot 1000 cps. HUM-NOISE: 
50 db below roted output. OVERALL DIMENSIONS: Length Width Height 

NET PRICE: $24.00 
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A MAJOR BREAK-THROUGH IN SOUND PURITY 



THE SOUND FROM THE NEW SHURE V-15 STEREO DYNETIC® CARTRIDGE 

WITH ITS REVOLUTIONARY B 1-RADlAL ELLIPTICAL STYLUS 

HAS NEVER BEFORE BEEN HEARD OUTSIDE AUDIO LABORATORIES 


D 

I 

(I) 


The sound from the new Shu re V-15 
Stereo DyneVic Cartridge is unique. The 
unit incorporates highly disciplined refine¬ 
ments in design and manufacture that 
were considered "'beyond the state of the 
art" as retenlEy as the Jate summer of 1963. 
The V-15 performance specifications and 
design considerations are heady stuff- 
even among engineers. They probably 
cannot be assimilated by anyone who is 
not a knowfcdgcable audiophile, yet the 
sound is such that the critical listener, with 
or without technical knowledge, can ap¬ 
preciate the significant nature of the V-IS 
music re-creation superiority. It is to be 
made in limited quantities, and because of 
the incredibly close tolerances and singu¬ 
larly rigid inspection techniques involved, 
it Is not inexpensive. Perfection never is. 

THE BI-RAD(AL ELLIPTICAL STYLUS 
The outstanding characteristic is that the 
V-IS Stylus has two different radii . , » 
hence the designation Qi-RadiaL One is 
a broad frontal plane radius of 22.5 mi¬ 
crons (.0009 inchi; while the actual contact 
radii on each side of the stylus are an in¬ 
credibly fine 5 microns (.0002 inch). It 
would be impossible to reduce the con¬ 
tact radius of a conventional spherical/ 
con i ca I sty'l us to th is m)cro-m in j a tu re 
dimension without subjecting the entire 
stylus to "bottoming" in the record 
grooves. 

The Shurc Bi-RadiaT elliptical stylus, be¬ 
cause of its larger frontal radius of 22.5 
microns (.0009 inch), cannot bottom . . * 
and as you know, bottoming reproduces 
the crackling noise of the grit and static 
dust that in practice cannot be eliminated 
from the canyons of record grooves. 

TRACING DISTORTION MINIMIZED 
The prime objective in faithful sound re¬ 
creation Is TO have the playback stylus 
move in exactly the same way as the 
wedge-shaped cutting stylus moved when 
it produced the master record. This canT 
be accomplished with a spherical/conical 
stylus because the points of tangency (or 
points of contact between the record 
grooves and the stylus) are constantly 
changing. This effect manifests itself as 
tracing distortion fsometimes called "inner 
groove distortion"). Note in the illuslra" 
tion below how the points of tangency 
(arrows) of the Bi-Radtal elliptical stylus 
remain relatively constant because of the 
very small 5 micron (.0002 inch) side con¬ 
tact radn: 



Cutler Elliptical Conical 


The Shu re Bi-Radial Stylus vastly reduces 
another problem in playback known as 
the "pinch effect." As experienced audio¬ 
philes know, the record grooves are wider 
wherever and whenever the flat, chisel¬ 
faced cutting stylus changes directions 
(which is 440 cycles per second at a pure 
middle "A" tone—up to 20,000 cycles per 
second in some of the high overtones). 
An ordinary spherical/tonicaf stylus riding 
the upper portion of the groove walls 
tends to drop where the groove gets 
wider, and to rise as the groove nar¬ 
rows. Since stereo styfl and cartridges have 
both vertical and horizontal functions, this 
unfortunate and unwanted up-and-down 
motion creates a second harmonic dis¬ 
tortion. The new Shore Bi-Radial eiliptical 
stylus, on the other hand, looks like this 
riding a record groove: 



You1l note that even though it has a 
broad front face with a frontal plane 
radius of 22.5 microns {0009 inch), arid 
it measures 30 microns (.0012 inch) across 
at the point of contact with the groove, 
the small side or contact radii are only 
5 microns (.0002 inch). This conforms to 
the configuration of the cutting stylus and 
hence is not as subject to the up-and- 
down vagaries of the so-called "pinch- 
effect" 

symmetry, TOLERANCES AND 
POSITIONING ARE ULTRA-CRITICAL 

Frankly, a Bi-Radial elliptical stylus, how¬ 
ever desirable, is almost impossibly diffi¬ 
cult to make CORRECTLY. Diamond, as 
you know, is the hardest material . . . 
with a rating of 10 on the Mohs hardness 
scale. Il"s one thing to make a simple 
diamond cone, altogether another to make 
a per/ect/y symmetrical Bi-Radial stylus 
with sufficiently close tolerances, actually 
within one ten thousandth of an inch! 
Shure has developed unprecedented con¬ 
trols, inspections and manufacturing tech¬ 
niques to assure precise positioning, con¬ 
figuration, dimensions and toierances of 
the diamond lip. It is a singular and exact¬ 
ing procedure... unique in the high fidelity 
cartridge industry. And, unless these in¬ 
spection techniques and safeguards are 
used, an imperfectly formed elliptic con¬ 
figuration can result and literally do more 


harm than good to both record and sound. 

THE V-15 IS A 15^ CARTRIDGE 

The 15° effective tracking angle has re¬ 
cently been the subject of several Shure 
communications to the audiophile. It con¬ 
forms to the effective record culling angle 
of 15“ proposed by the R!AA and ElA and 
now used by the major record producing 
companies and thereby minimizes track¬ 
ing distortion. 

The major features, then, of the V-IS are 
the Shurc Bi-Radiaf ElliptFcaf Styfus, the 
singular quality control techniques and 
standards devised to produce perfection 
of stylus symmetry, and the 15° tracking 
angle. They combine to reduce IM and 
harmonic distortion to a dramatic new 
low. In fact, the distortion [at normal 
record playing velocities) is lower than the 
inherent noise level of the finest lest 
records and laboratory measurement in¬ 
struments! In extensive listening tests, the 
V-75 proved most impressive in its ""frack- 
abilEty." It consistently proved capable of 
tracking the most difficult, heavily modu¬ 
lated passages at a minimum force of V 4 
grams (In the Shure-SME lone arm). The 
entire V-15 is hand-crafted and subject 
to quality control and inspection measures 
that result in space-age reliability. Pre¬ 
cision machined aiuminum and a special 
ultra-stable plastic stylus grip. Exact align¬ 
ment is assured in every internal detail— 
and in mounting. JVIu-melal hum shield 
surrounds the sensitive coils. The V-15 is 
a patented moving-magnet device—a con¬ 
noisseur's cartridge in every detail, 

SPECIEICATIONS 

The basic specifications are what you'd 
expect the premier Shure cartridge to 
reflect: 20 to 20,000 cps., 6 mv output. 
Over 2S db separation. 25 x 10"“ cm. per 
dyne compliance. V 4 grarri tracking. 47,000 
ohms impedance, 6 B 0 millihenries induct¬ 
ance per channel. 6.50 ohms resistance. 
Bi-Radial diamond stylus: 22.5 microns 
[,0009 inch) frontai radius, 5 microns (.0002 
inch) side contact radii, 30 microns [.0012 
inch) wide between record contact points. 

But most important, it re-creates music 
with a transcendent purity that results iri 
a deeply rewarding experience for the 
critical ear. 

Manufactured under U.S. Patents 3,055,- 
985; 3,077,521 and 3,077,522. Other Patents 
Pending. 

V-15 Cartridge—$62.50 net 
Replacement stylus VN-2E—$25 00 net 

SHURE BROTHERS, INC. 

222 Hartrey Avenue, Evanston, Illinois 


AL 197 


Pdnted ui the U. S, A, 





